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NOTES

ACCORDANCE WITH STD. MD-655.02.
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\——CUNCRETE SIDEWALK RAMP

SECTION A-A

1. TO BE USED WHERE SIDEWALK IS ADJACENT TO THE CURB.
2. WHERE 60" SIDEWALK CAN NOT BE PROVIDED. 36" MIN. MAY BE USED AS LONG AS PASSING ZONES ARE PROVIDED IN

3. NO TRAVERSABLE SLOPE ON THE RAMP OR SIDEWALK SHALL EXCEED 12:1
PERPENDICULAR TO THE DIRECTION OF PEDESTRIAN TRAVEL.

4. EXPANSION JOINT MATERIAL SHALL BE INSTALLED IN ACCORDANCE WITH STD. MD-655.01.

5. SIDEWALK RAMP SHALL BE INCLUDED IN PRICE BID FOR CONCRETE SIDEWALK.
INCLUDED IN PRICE BID FOR CURB OR CURB & GUTTER ADJACENT TO SIDEWALK RAMP.
PAID FOR IN ACCORDANCE WITH SECTION 611 OF THE SPECIFICATIONS.

6. SIDEWALK RAMPS TO BE SHOWN ON PLANS SYMBOLICALLY AND REFERENCED WITH THE CENTER OF THE RAMP ALIGNED TO A STATION
SEPARATE DETAILS SHALL BE SHOWN WHERE PROPOSED RAMP VARIES FROM STANDARD CASES.

IN THE DIRECTION OF PEDESTRIAN TRAVEL.,

PREFERRED *0ox 12 60" DES. *0ox 12 SPECIAL CASE
SIDEWALK 48" MIN. SIDEWALK
> 48" WIDTH < 48"
ng?’uﬁrzsz EXPANSION EXPANSION (SEE NOTE 2)
FOR WIDTH < 60“) JOINT JOINT TAPER TO SIDEWALK
MATERIAL MATERIAL WIDTH AS SPECIFIED
— | -—-—-—=—- ~ - ON PLANS (2:1 MAX.)
~
- \\\
HE x -
w|= . Q: . \\\
Ql=s SIDEWALK 12:1 MAX. - * 12:1 MAX. 2T —————
x E3 —
Q| =
sl N . SIDEWALK
/ \ S
1 ) / L R A
N
BACK DF_/ ______ A R L
CURB_/ GUTTER / L GUTTER
FACE OF __FPan_ LI I HN N PAN_ _ _ _ ___ ]
CURS DETECTABLE WARNING SURFACE

SURFACE TEXTURE OF RAMPS
SHALL BE COARSE BROOMING
OR NON-SKID TYPE SURFACE.
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THIS STANDARD MAY BE MODIFIED TO SUIT A PARTICULAR LOCATION.
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DEPRESSED CURB AND CURB TRANSITION SHALL BE
DETECTABLE WARNING SURFACE SHALL BE

SPECIFICATION | CATEGORY CODE ITEMS
603 & 611
aPROVED A%t G. I

DIRECTOR - OFFICE OF HIGHWAY DEVELOPMENT

STANDARDS FOR HIGHWAYS AND

APPROVAL e FEDERAL
HIGHWAY ADMINISTRATION
APPROVAL 3-31-04

REVISED

APPROVAL e SHA
REVISIONS
APPROVAL  2-10-04
REVISED

Maryland Department of Transportation
STATE HIGHWAY ADMINISTRATION

INCIDENTAL STRUCTURES

SIDEWALK RAMPS
PARALLEL

REVISED

State}ﬁg}ﬁhy REVISED

Administration REVISED REVISED

STANDARD NO.

MD 655.12




